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Subject to modifications  

1/8“ (3.2 mm)
D1 = 1/8"   3.2 mm 
D2 = .236"   6.0 mm
k = .035"   0.89 mm
d = .076"   1.9 mm
P = ≥ 1.063"   27.0 mm
                             .138 - .146"
                             3.5 - 3.7 mm                

PEEL BLIND RIVETS - STAR
DOME HEAD
ABS-PR-SERIES - PEEL RIVETS

Body: ALUMINUM 
Mandrel:  STEEL ZINC PLATED (GALV.)

DESCRIPTION
ITEM-CODE

BODY LENGTH ref. GRIP RANGE SHEAR TENSILE

in mm
in mm

lbf kn lbf kn
min max min max

ABS-42-PR .394 10.008 .039 .118 0.991 2.997

175 0.78 160 0.71
ABS-43-PR .472 11.989 .119 .197 3.023 5.004

ABS-44-PR .551 13.995 .198 .275 5.029 6.985

ABS-45-PR .630 16.002 .276 .354 7.010 8.992

ABS-53-PR .394 10.008 .059 .197 1.499 5.004

285 1.27 260 1.16

ABS-54-PR .472 11.989 .157 .255 3.988 6.477

ABS-55-PR .551 13.995 .236 .354 5.994 8.992

ABS-57-PR .630 16.002 .315 .433 8.001 10.998

ABS-58-PR .709 18.009 .394 .512 10.008 13.005

ABS-59-PR .787 19.990 .472 .590 11.989 14.986

ABS-512-PR .984 24.994 .591 .787 15.011 19.990

ABS-62-PR .394 10.008 .020 .157 0.508 3.988

540 2.40 495 2.20

ABS-65-PR .551 13.995 .158 .315 4.013 8.001

ABS-67-PR .709 18.009 .316 .472 8.026 11.989

ABS-610-PR .866 21.996 .473 .630 12.014 16.002

ABS-612-PR .984 24.994 .631 .748 16.027 19.000

ABS-615-PR 1.181 29.997 .749 .944 19.024 23.978

ABS-618-PR 1.378 35.001 .945 1.141 24.003 28.981

ABS-621-PR 1.575 40.005 1.142 1.338 29.007 33.985

ABS-624-PR 1.772 45.009 1.339 1.535 34.011 38.989

ABS-627-PR 1.968 49.987 1.536 1.732 39.014 43.993
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5/32“ (4.0 mm)
D1 = 5/32"   4.0 mm 
D2 = .315"   8.0 mm
k = .051"   1.3 mm
d = .095"   2.4 mm
P = ≥ 1.063"   27.0 mm
                              .169 - .177"
                             4.3 - 4.5 mm

3/16“ (4.8 mm)
D1 = 3/16"   4.8 mm 
D2 = .375"   9.5 mm
k = .059"   1.5 mm
d = .108"   2.74 mm
P = ≥ 1.063"   27.0 mm
                              .201 - .209"
                             5.1 - 5.3 mm            

Note: After Setting the mandrel head might remain within the rivet body or might drop out.

Request your quote with Rivet USA (an operating division of Cardinal Components, Inc.)
Cardinal Components, Inc. is your authorized preferred specialty fastener distributor. (800) 236-3200

SSales@RivetUSA.com www.RivetUSA.com
ISO 9001 CERTIFIED


