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Subject to modifications  

1/8“ (3.2 mm)
D1 = 1/8"   3.2 mm 
D2 = .268"   6.8 mm
k = .055"  1.4 mm
d = .080   2.0 mm
P = ≥ 1.063"   27.0 mm
                             .130 - .134"
                             3.3 - 3.4 mm                

BLIND RIVETS - GO-BULB
DOME HEAD
SBS-GB-SERIES - SEMI-STRUCTURAL BLIND RIVETS

Body: STEEL ZINC PLATED (GALV.)  
Mandrel: STEEL ZINC PLATED (GALV.)

DESCRIPTION
ITEM-CODE

F-MAX GRIP RANGE SHEAR TENSILE

in mm
in mm

lbf kn lbf kn
min max min max

SBS-0408-GB .358 9.093 .039 .118 0.991 2.997 270 1.20 292 1.30

SBS-0411-GB .461 11.709 .118 .197 2.997 5.004 393 1.75 292 1.30

SBS-0414-GB .551 13.995 .197 .276 5.004 7.010 562 2.50 292 1.30

SBS-0509-GB .409 10.389 .039 .118 0.991 2.997 539 2.40 629 2.80

SBS-0512-GB .508 12.903 .118 .197 2.997 5.004 787 3.50 629 2.80

SBS-0516-GB .618 15.697 .197 .276 5.004 7.010 921 4.10 629 2.80

SBS-0611-GB .476 12.090 .059 .138 1.499 3.505 809 3.60 854 3.80

SBS-0614-GB .579 14.707 .138 .236 3.505 5.994 944 4.20 854 3.80

SBS-0618-GB .693 17.602 .236 .335 5.994 8.509 1258 5.60 854 3.80

SBS-M6x10-GB .551 13.995 .059 .157 1.499 3.988 944 4.20 1213 5.40

SBS-M6x13-GB .669 16.993 .118 .236 2.997 5.994 1213 5.40 1213 5.40

SBS-M6x16-GB .787 19.990 .236 .354 5.994 8.992 1910 8.50 1213 5.40

SBS-M6x19-GB .906 23.012 .354 .472 8.992 11.989 1910 8.50 1213 5.40
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5/32“ (4.0 mm)
D1 = 5/32"   4.0 mm 
D2 = .315"   8.0 mm
k = .059"   1.5 mm
d = .103"   2.6 mm
P = ≥ 1.063"   27.0 mm
                              .161 - .169"
                             4.1 - 4.3 mm

3/16“ (4.8 mm)
D1 = 3/16"   4.8 mm 
D2 = .378"   9.6 mm
k = .059"   1.5 mm
d = .126"  3.2 mm
P = ≥ 1.063"   27.0 mm
                              .193 - .201"
                             4.9 - 5.1 mm            

.236“ (6.0 mm)
D1 = .236"   6.0 mm 
D2 = .484"   12.3 mm
k = .083"   2.1 mm
d = .158"  4.0 mm
P = ≥ 1.26"   32.0 mm
                              .240 - .248"
                             6.1 - 6.3 mm            

* *

* Typical values

Request your quote with Rivet USA (an operating division of Cardinal Components, Inc.)
Cardinal Components, Inc. is your authorized preferred specialty fastener distributor. (800) 236-3200

SSales@RivetUSA.com www.RivetUSA.com
ISO 9001 CERTIFIED


