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Trailer Liner Rivets

* FAST, EFFICIENT TRAILER LINING  LOW PROFILE, NON-SNAG HEAD DESIGN e SIX SIZES

MATERIAL AND FINISH
: RIVET: 2117 Aluminum, natural.
¢ PIN: 7075 Aluminum, natural.

MIN. NOM. I_ UNIVERSAL HEAD
o 075(1.9) .175(4.4) |.281(71) | DR10-11-706-13
A75(4.4)  275(7) .391(9.9) | DR10-12-706-13
275(7) .375(9.5) |.484(12.3) | DR10-13-706-13
188 | 375(9.5)  .475(12.1) |.578(14.7) | DR10-14-706-13
(@4.38) 475(12.1) .575(14.6) | .688 (17.5) | DR10-15-706-13
*Grip equals total thickness of all layers to be fastened. .575(14.6) .675(17.1) |.781(19.8) | DR10-1670643 | .

Tamper-Resistant, Tamper-Evident Rivets
o RECESSED PIN RESISTS BEING DRIVEN THROUGH OR DRILLED OUT

* REMOVAL IS DIFFICULT AND TIME CONSUMING
* NON-SNAG HEAD DESIGN
o AVAILABLE IN 2 DIAMETERS AND 4 GRIP RANGES
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MATERIAL AND FINISH
] + - RIVET: 5052 Aluminum, natural.
* PIN: 5556 Aluminum, natural.
GRIP :
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B (@4.8)
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DRY CARGO CONTAINER LINER INSTALLATION
INSIDE POST
DID PAR OUTER SKIN ~—"L" SECTION
468 (0 12) .615 (@ 16) : :
MIN. LS L HEAD HEAD S Aver
075 (1.9) A75 (4.4) 281 (7.1) DR10-99-106-11 | DR10-99-108-11 | : inauiaTion —. o e
A75 (4.4) 275 (7) .391(9.9) DR10-99-106-12 | DR10-99-108-12
F.I.P. REEFER LINER INSTALLATION
275 (7) 375 (9.5) 484 (12.3) DR10-99-106-13 | DR10-99-108-13
375 (9.5) 475 (12.1) 578 14.7() DR10-99-106-14 | DR10-99-10844 [ :
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