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TRADE NAME CROSS REFERENCE CHART
RIVETKING® AVDEL® POP® HUCK® MARSON® GESIPA®

MultiGripCT™ Avex® Peel - MultiGrip™ PolyGrip®

MultiGripRT™ - - - - -

TriFix™ Bulbex® LSH® Tri-Bulb™ - TriFold

SuperTriFix™ TLR® - Magna-Tite™ - BulbTite®

Checkmate® Cherrymate™ - - - -

Tigerbolt® MonoBolt® - - - -

In-Lock® Interlock® - Magna-lok™ Klik-Lock™ MegaGrip®

StemLock™ Hemlok® UltraGrip® Auto-Bulb™ - -

Rivex® Stavex® - - - -

Rivinox® Avinox® - - - -

Rivibulb® AviBulb® - - - -

RIVETKING®  RIVET IDENTIFICATION GUIDE 

IN-LOCK® STEMLOCK® COLLAR BOLT FIXED GRIP COLLAR BOLT MULTI GRIP COLLARRIVBOLT™TIGERBOLT®

OPEN END

PAGES 16-21

PAGE 31

PAGE 36 PAGE 37 PAGE 38 PAGE 39 PAGES 50-52

PAGE 32 PAGE 33 PAGE 33 PAGE 34 PAGES 35-36 PAGE 53

PAGES 23-26 PAGES 27-28 PAGES 29-30

MULTIGRIP-RT™

TRI-FIX (TRI-FOLDING) & SUPERTRIFIX™ PLASTIC TRIFIX® RIVETSCHECKMATE® 2PCSRKQ® RIVEX® RIVINOX® RIVIBULB®

GROOVED™ PLR™ RIVET QUICKSNAP® LONG LENGTH RIVET DRIVE RIVETS

MULTIGRIP-CT™
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STANDARD BLIND RIVETS

SEMI-STRUCTURAL BLIND RIVETS

STRUCTURAL BLIND RIVETS

SPECIAL BLIND RIVETS

MULTIGRIP™ BLIND RIVETS

LSR LOAD® SPREADING, PEEL RIVET®, WELL-NUT®, ULTRAGRIP®, GROOVED RIVETS, JACK-NUT®, HR RIVET®, EASY ENTRY®, POPNUT®, SOFT SET®, CLOSED END, PROSET®, MULTIGRIP™, OPEN END, PRG SERIES, POPMATIC RIVET TOOLS® ARE 
REGISTERED TRADEMARKS OF  POP® EMHART FASTENING TECHNOLOGIES, INDUSTRIAL DIVISION, A BLACK & DECKER COMPANY.
GRIPRITE, OPEN END, CLOSED END, MULTI-GRIP®, TRI-BULB®, KLIK-LOCK®, MAGNATITE®, C6L®, KLIKRIVET NUTS®, MAGNALOK®, C50L®, KLIK-SERTS/POLYNUTS®, AUTO-BULK/MANABULB®, C120L®, 302E / 304E, STRONGHOLD™, 
MAGNAGRIP®, M SERIES, AUTOCLAMP®, BOM RIVET®, V SERIES, PEEL®, HUCKTAINER®, KLIK-FAST®, FLOORTITE, FI SERIES ARE REGISTERED TRADEMARKS OF  HUCK® - MARSON®,  ALCOA FASTENING SYSTEMS.
AVEX®, AVIBULB®/AVINOX®, SUPERSERT®, BULBEX®, EARTHTAB RIVET, GENESIS TOOLS®, KLAMPTITE®/TLR, BRIV®, AVDEL SPEED FASTENING ®, MONOBOLT®, CHOBERT®, N RIVET, INTERLOCK®, RIVSCREW®, SR RIVET, HEMLOK®, GROVIT®, 
Q-RIVET®, STAVEX®, CHERRYMATE®, AVTRONIC®, AVEDELOK®, MAXLOK®, CAMTAINER®, VERSANUT® ARE REGISTERED TRADEMARKS OF AVDEL®, ACUMENT™ GLOBAL TECHNOLOGIES COMPANY, COPYRIGHT © 2007 ACUMENT™ 
INTELLECTUAL PROPERTIES LLC.
OPEN END, CELUSPLIT®, CEL-NUT®, CLOSED END, TIGERBOLT®, LA COBRA, MULTIGRIP™ ARE REGISTERED TRADEMARKS OF  CELUS® BRAND A RIVETKING® COMPANY.
OPEN END, CAP RIVETS®, TAURUS, POLYGRIP, TRI-FOLD®, PH SERIES, GROOVED RIVETS, BULB-TITE®, GAV SYSTEMS®, PEEL, MEGAGRIP® ARE REGISTERED TRADEMARKS OF GESIPA® FASTENERS USA, INC. COPYRIGHT 2008©.
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Call Rivet USA (a division of Cardinal Components) to Order or for Quote
800-236-3200 | info@cardinalcomponents.com | www.rivetusa.com
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RIVETKING®  RODUCT OVERVIE

RIVETKING® POP® AVDEL® HUCK® GESIPA® MARSON® CELUS©

STANDARD BLIND RIVETS
OPEN END OPEN END N RIVET GRIPRITE OPEN END OPEN END OPEN END

CLOSED END CLOSED END SR RIVET CAP RIVETS® CLOSED END CLOSED END

 MULTIGRIP™ RIVETS
MULTI-GRIP-RT™/ 
MULTI-GRIP-CT™  MULTIGRIP™ AVEX® POLYGRIP MULTI-GRIP™  MULTIGRIP™

TRI-FOLDING / LOAD SPREADING RIVETS
TRIFIX™ LSR LOAD® 

SPREADING BULBEX® TRI-FOLD® TRI-BULB® CELUSPLIT®

SUPERTRIFIX™ KLAMPTITE®
/ TLR* MAGNATITE® BULB-TITE®

STRUCTURAL BLIND RIVETS
TIGERBOLT® MONOBOLT® TIGERBOLT®

IN-LOCK® ULTRAGRIP® INTERLOCK® MAGNALOK® MEGAGRIP® KLIK-LOCK®

STEMLOCK™ HEMLOK® AUTO-BULB / 
MAGNABULB® KLIK-FAST®

RIVBOLT™ BOM™

SEMI-STRUCTURAL BLIND RIVETS
RKQ™ Q-RIVET® STRONGHOLD™

RIVEX® STAVEX®

RIVINOX® /
RIVIBULB® HR RIVET® AVIBULB® / 

AVINOX® 

EXTRA WIDE GRIP RIVETS
CHECKMATE® CHERRYMATE®

TUBERIVETS™ AUTOCLAMP®

SPECIALITY BLIND RIVETS
GENTLESET™ SOFT SET®

EASY ENTRY™ EASY ENTRY®

GROOVED RIVETS GROOVED 
RIVETS

GROOVED 
RIVETS

PLR™ RIVETS PEEL RIVET PEEL PEEL

QUIKSNAP® QUIKSNAP®

SPEED FASTENING™ / QUICKRIVETING
ZIPRIV™ BRIV®

ZIPSHO™ CHOBERT®

ZIPSCREW™ RIVSCREW®

ZIPGROOVE™ GROVIT®

ZIPTRONIC™ AVTRONIC®

STANDARD FEATURE APPLICATION / PRODUCT DEPENDENT

LI
G

H
T 

D
U

TY

M
E

D
IU

M
 D

U
TY

H
E

A
V

Y
 D

U
TY

 (
S

TR
U

C
TU

R
A

L)

FI
X

E
D

 H
O

LE
 S

IZ
E

V
A

R
IA

B
LE

 /
 O

V
E

R
S

IZ
E

 H
O

LE

FI
X

E
D

 G
R

IP
 R

A
N

G
E

V
A

R
IA

B
LE

 G
R

IP
 R

A
N

G
E

E
X

TR
A

 W
ID

E
 G

R
IP

 R
A

N
G

E

W
E

A
TH

E
R

 R
E

S
IS

TA
N

T 
/ 

W
A

TE
R

TI
G

H
T

FA
S

TE
N

IN
G

 T
O

 M
E

TA
L

FO
R

 T
H

IN
, 

S
O

FT
 O

R
 B

R
IT

TL
E

 M
A

TE
R

IA
LS

FA
S

TE
N

IN
G

 T
O

 W
O

O
D

IN
TE

R
N

A
LL

Y
 L

O
C

K
E

D
 M

A
N

D
R

E
L 

(H
ID

D
E

N
)

E
X

TE
R

N
A

LL
Y

 L
O

C
K

E
D

 M
A

N
D

R
E

L 
(V

IS
A

B
LE

)

N
O

N
-M

E
C

H
A

N
IC

A
L 

LO
C

K
E

D
 M

A
N

D
R

E
L

A
E

S
TH

E
TI

C
 B

A
C

K
S

ID
E

 P
O

R
TR

U
S

IO
N

R
E

M
O

V
A

B
LE

IN
C

R
E

A
S

E
D

 A
S

S
E

M
B

LY
 S

P
E

E
D

LSR LOAD® SPREADING, PEEL RIVET®, WELL-NUT®, ULTRAGRIP®, GROOVED RIVETS, JACK-NUT®, HR RIVET®, EASY ENTRY®, POPNUT®, SOFT SET®, CLOSED END, PROSET®, MULTIGRIP™, OPEN END, PRG SERIES, POPMATIC RIVET TOOLS® ARE 
REGISTERED TRADEMARKS OF  POP® EMHART FASTENING TECHNOLOGIES, INDUSTRIAL DIVISION, A BLACK & DECKER COMPANY.
GRIPRITE, OPEN END, CLOSED END, MULTI-GRIP®, TRI-BULB®, KLIK-LOCK®, MAGNATITE®, C6L®, KLIKRIVET NUTS®, MAGNALOK®, C50L®, KLIK-SERTS/POLYNUTS®, AUTO-BULK/MANABULB®, C120L®, 302E / 304E, STRONGHOLD™, 
MAGNAGRIP®, M SERIES, AUTOCLAMP®, BOM RIVET®, V SERIES, PEEL®, HUCKTAINER®, KLIK-FAST®, FLOORTITE, FI SERIES ARE REGISTERED TRADEMARKS OF  HUCK® - MARSON®,  ALCOA FASTENING SYSTEMS.
AVEX®, AVIBULB®/AVINOX®, SUPERSERT®, BULBEX®, EARTHTAB RIVET, GENESIS TOOLS®, KLAMPTITE®/TLR, BRIV®, AVDEL SPEED FASTENING ®, MONOBOLT®, CHOBERT®, N RIVET, INTERLOCK®, RIVSCREW®, SR RIVET, HEMLOK®, GROVIT®, 
Q-RIVET®, STAVEX®, CHERRYMATE®, AVTRONIC®, AVEDELOK®, MAXLOK®, CAMTAINER®, VERSANUT® ARE REGISTERED TRADEMARKS OF AVDEL®, ACUMENT™ GLOBAL TECHNOLOGIES COMPANY, COPYRIGHT © 2007 ACUMENT™ 
INTELLECTUAL PROPERTIES LLC.
OPEN END, CELUSPLIT®, CEL-NUT®, CLOSED END, TIGERBOLT®, LA COBRA, MULTIGRIP™ ARE REGISTERED TRADEMARKS OF  CELUS® BRAND A RIVETKING® COMPANY.
OPEN END, CAP RIVETS®, TAURUS, POLYGRIP, TRI-FOLD®, PH SERIES, GROOVED RIVETS, BULB-TITE®, GAV SYSTEMS®, PEEL, MEGAGRIP® ARE REGISTERED TRADEMARKS OF GESIPA® FASTENERS USA, INC. COPYRIGHT 2008©.
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Call Rivet USA (a division of Cardinal Components) to Order or for Quote
800-236-3200 | info@cardinalcomponents.com | www.rivetusa.com
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HEAD DIAMETER

RIVET LENGTH
120o

RIVET DIAMETER
MANDREL RETENTION FEATURE

BREAK POINT
RIVET RETENTION
FEATURE

LENGTH

HEAD HEIGHTHEAD HEIGHT

MANDREL PORTRUSION LENGTHMANDREL PORTRUSION LENGTH

MANDREL DIAMETER

HEAD DIAMETERHEAD DIAMETER

HEAD HEIGHT

RIVET -or- EYELET

RIVET HEAD

MANDREL

MANDREL POINT

HEAD DIAMETER

RIVETKING®  YOUR GUIDE TO SELECTING RIVETKING® BLIND RIVETS

S B S 4 2 LF IR

BLIND RIVET ANATOMY
* In some instances these are replaced with a “part code” instead a fractional designation.

STRENGTH RIVET MATERIAL HOLE SIZE WORK THICKNESS RIVET TYPE HEAD STYLE

Determine the shear 
and tensile strengths 
required for your 
application and then 
select the best rivet to 
meet that requirement. 
Rivet style, material, 
diameter and fastener 
spacing all contribute 
to the ability of a rivet 
to hold the material 
properly.

Select a rivet which 
is made of a similar 
or compatible metal 
to the material you 
are joining. Other 
factors to consider 
are the environment 

product will be placed, 
levels of moisture, 
high temperatures or 
corrosive atmosphere.

Our rivets are available 

It is extremely 
important that the hole 
size be correct to assure 
that our rivets perform 
properly.

Measure the total 
thickness of the 
material to be fastened 
in order to determine 
the required grip of the 
rivet. Be sure to select 

to allow the secondary 
head of the rivet to 
properly form.

RivetKing® Blind Rivets 
are available in several 
styles categorized as:

 OPEN END
 CLOSED END
MULTIGRIP™

 REAR FLANGE
 LARGE FLANGE
 LOAD SPREADING
 LONG GRIP
 RADIAL E PANSION
 STRUCTURAL 
(LOCKING)
 HAMMER DRIVE

Each type of rivet has its 

watertight, tri-folding or
locking features. For 
more details on the rivet 
that is right for your 
application, consult the 
Product Overview or the 

this catalog.

Three different head styles 
are available. Dome head 
is the standard. Large 
Flange for increased 
bearing surface and 
Countersunk for near 

countersunk hole.

DOMED HEAD
Industrial Rivet’s part numbers are made up of six elements which, when correctly designated, 

F) are required.

RIVET TYPE

RIVET BODY
MATERIAL
S Steel
A Aluminum
F Stainless Steel
C Copper

MANDREL
MATERIAL
S Steel
A Aluminum
F Stainless Steel
B Brass

GRIP 
RANGE*
(in 16ths)

IR
CE

MG
MGRT

ABL
RIVINOX

RVB
RVX
STM

TB
STR
RKQ
CM

GROOVED
PLR

Standard
Closed End
MultiGrip™ Crimp Type
MultiGrip™ Ring Type
TriFix (TriFolding)
Rivinox® (Rear Flange)
RiviBulb (Rear Flange)
Rivex (Hi Strength  MultiGrip™)
StemLock (Rear Flange Structural)
TigerBolt (External Locking Structural)
InterLock (Internal Locking Structural)
Q Style Self Plugging
Checkmate®
Grooved Rivet
PLR™ Rivet

SPECIAL FEATURE
LF 
BK
WT
BR
CR

ROHS

Black
White
Brown
Custom Color
ROHS 
Compliant

HEAD STYLE
B Domed head
C Countersunk head

DIAMETER*
(in 32nds) 
RIVET
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Call Rivet USA (a division of Cardinal Components) to Order or for Quote
800-236-3200 | info@cardinalcomponents.com | www.rivetusa.com
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RIVETKING® ALUMINUM/ALUMINUM BLIND RIVETS BRIGHT POLISHED TO IMPROVE OXIDATION RESISTANCE AND OVERALL AESTHETICS OF THE RIVETED 
PRODUCT. Our rivets are tested to ensure consistent error free application from rivet to rivet. A special treatment applied to the rivet insures the mandrel will be 
encased by the rivet during application. The blunt diamond point prevents injury while improving application speed. All aluminum rivets are ranked #5 in shear 
and tensile strength for open end standards. PER IFI-114 GRADE 11.

1/8”

ABA - 42LF .063 - .125

.065 .129 - .133
(#30) 120 150

1.20
ABA - 43LF 1.30
ABA - 44LF .188 - .250 .400 1.40
ABA - 46LF .525
ABA - 48LF .650 1.89

5/32”
ABA - 52LF .020 - .125 .300

.468 .095 .160 - .164
(#20) 190 230ABA - 54LF .188 - .250 .425

ABA - 56LF .550 2.94

3/16”

ABA - 62LF .020 - .125 .325

.625 .092 .114 .192 - .196
(#11) 260 320

ABA - 64LF .188 - .250 .450
ABA - 66LF 5.00
ABA - 68LF 5.00
ABA - 610LF .501 - .625 .825 5.50
ABA - 612LF .950 6.00
ABA - 614LF 6.00
ABA - 616LF 1.200 6.50

1/4” ABA - 88LF .151 460 560

1/8”

ACA - 42 .063 - .125

.220 .031 .129 - .133
(#30) 120 150

1.10

ACA - 43 1.20

ACA - 44 .188 - .250 .400 1.30

5/32” ACA - 54 .188 - .250 .425 .281 .040 .095 .160 - .164 190 230 1.88

3/16”
ACA - 64 .188 - .250 .450

.350 .050 .114 .192 - .196
(#11) 260 320

2.80

ACA - 66 2.80
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IFI 114, GRADE 11

RIVETKING®  ABA SERIES  ALL ALUMINUM RIVETS  O EN END

C

A

B

A A L B C D

DIA. PART 
NUMBER GRIP RANGE RIVET

LENGTH
HEAD
DIA.

HEAD 
HEIGHT

MANDREL
DIA.

HOLE SIZE
(DRILL #)

STRENGTH Wt.
lbs/MSHEAR TENSILE

3/32” ABA - 32 .020 - .125 .250 .188 .032 (#41) 80ABA - 34 .126 - .250

1/8”

ABA - 41 .020 - .062 .212

.250 .040 .129 - .133
(#30) 120 150

1.00
ABA - 42 .063 - .125 1.10
ABA - 43 1.20
ABA - 44 .188 - .250 .400 1.30
ABA - 45 .251 - .312 .462 1.30
ABA - 46 .525 1.40
ABA - 48 .650 1.50
ABA - 410 .501 - .625
ABA - 412 .900

5/32”

ABA - 52  .020 - .125 .300

.312 .050 .095 .160 - .164
(#20) 190 230

1.88
ABA - 53 .362 2.00
ABA - 54 .188 - .250 .425 2.00
ABA - 56 .550 2.50
ABA - 58 2.50

3/16”

ABA - 62 .020 - .125 .325

.060 .114 .192 - .196
(#11) 260 320

2.80
ABA - 63 2.90
ABA - 64 .188 - .250 .450 3.00
ABA - 66 3.40
ABA - 68
ABA - 610 .501 - .625 .825 4.25
ABA - 612 .950 4.50
ABA - 614 5.00
ABA - 616 1.200 5.33

1/4”

ABA - 84 .020 - .250 .500

.500 .080 .151 (F) 460 560

6.50
ABA - 86 .625
ABA - 88
ABA - 810 .501 - .625 8.50
ABA - 812 1.000 8.50
ABA - 814 1.125 10.00
ABA - 816 1.250 9.88

*

*1/4” Diameter rivets have a 1.250 mandrel length minimum.

S
TA

N
D

A
R

D
 B

L
IN

D
 R

IV
E

T
S

Call Rivet USA (a division of Cardinal Components) to Order or for Quote
800-236-3200 | info@cardinalcomponents.com | www.rivetusa.com
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ALUMINUM/STEEL RIVETS ARE OFFERED IN TWO CONFIGURATIONS. CELUS® BRAND, 5056 ALUMINUM WITH STEEL PHOSPHATED MANDREL AND RIVETKING® 
BRAND 5052 ALUMINUM WITH STEEL ZINC PLATED MANDREL. Phosphated mandrels reduce rivet gun jaw cleaning, while zinc plated mandrels provide for 
greater rust protection.  The aluminum rivet body is bright polished to protect from oxidation.  The ABS series is ranked #4 in shear and tensile strength in the 
standard open end rivet category.

1/8”

ABS - 42LF .063 - .125

.065 .129 - .133
(#30) [120]

220
[150]

2.60
ABS - 43LF
ABS - 44LF .188 - .250 .400
ABS - 46LF .525 3.25
ABS - 48LF .650

5/32”
ABS - 52LF .020 - .125 .300

.468 .095 .160 - .164
(#20)

260
[190]

350
[230]ABS - 54LF .188 - .250 .425 5.00

ABS - 56LF .550

3/16”

ABS - 62LF .020 - .125 .325

.625 .092 .114 .192 - .196
(#11)

380
[260]

500
[320]

ABS - 64LF .188 - .250 .450 8.00
ABS - 66LF 9.00
ABS - 68LF 9.33
ABS - 610LF .501 - .625 .825 10.50
ABS - 612LF .950 10.50
ABS - 614LF 11.50
ABS - 616LF 1.200 12.00

1/4” ABS - 88LF .151 [460]
920

[560]

1/8”

ACS - 42 .063 - .125

.220 .031 .129 - .133
(#30) [120]

220
[150]

2.60

ACS - 43 2.60

ACS - 44 .188 - .250 .400

5/32” ACS - 54 .188 - .250 .425 .281 .040 .095 .160 - .164 260
[190]

350
[230] 4.13

3/16”
ACS - 64 .188 - .250 .450

.350 .050 .114 .192 - .196
(#11)

380
[260]

500
[320]

6.40

ACS - 66
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RIVETKING®  ABS SERIES   ALUMINUM/STEEL RIVETS  O EN END
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A A L B C D

DIA. PART 
NUMBER GRIP RANGE RIVET

LENGTH
HEAD
DIA.

HEAD 
HEIGHT

MANDREL
DIA.

HOLE SIZE
(DRILL #)

STRENGTH Wt.
lbs/MSHEAR TENSILE

3/32” ABS - 32 .020 - .125 .250 .188 .032 (#41)
90 120

[80]
1.30

ABS - 34 .126 - .250 1.30

1/8”

ABS - 41 .020 - .062 .212

.250 .040 .129 - .133
(#30) [120]

220
[150]

2.50
ABS - 42 .063 - .125 2.50
ABS - 43 2.60
ABS - 44 .188 - .250 .400
ABS - 45 .251 - .312 .462
ABS - 46 .525 2.80
ABS - 48 .650 3.10
ABS - 410 .501 - .625 3.10
ABS - 412 .900

5/32”

ABS - 52  .020 - .125 .300

.312 .050 .095 .160 - .164
(#20)

260
[190]

350
[230]

4.25
ABS - 53 .362 4.25
ABS - 54 .188 - .250 .425 4.38
ABS - 56 .550
ABS - 58

3/16”

ABS - 62 .020 - .125 .325

.060 .114 .192 - .196
(#11)

380
[260]

500
[320]

6.20
ABS - 63
ABS - 64 .188 - .250 .450
ABS - 66
ABS - 68
ABS - 610 .501 - .625 .825
ABS - 612 .950 9.00
ABS - 614
ABS - 616 1.200 10.33

1/4”

ABS - 84 .020 - .250 .500

.500 .080 .151 (F) [460]
920

[560]

13.50
ABS - 86 .625 14.00
ABS - 88 15.00
ABS - 810 .501 - .625 16.00
ABS - 812 1.000 16.00
ABS - 814 1.125 21.00
ABS - 816 1.250 21.00

* 1/4” DIAMETER RIVETS HAVE A 1.250 MANDREL LENGTH MINIMUM.
** CELUS® 5056 ALUMINUM/STEEL PHOSPHATED ARE PER IFI 114 GRADE 19 AND DO NOT HAVE A SUFFIX
*** RIVETKING® 5052 ALUMINUM/STEEL ZINC PLATED ARE PER IFI 114 GRADE 18 ARE IN BRACKETED ABOVE AND HAVE /IR AS THE SUFFIX

*
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* 1/4” DIAMETER RIVETS HAVE A 1.250 MANDREL LENGTH MINIMUM.
** CELUS® STEEL ZINC PLATED RIVET / PHOSPHATED MANDREL DO NOT HAVE A SUFFIX (SPECIAL ORDER)
*** RIVETKING® STEEL ZINC PLATED RIVET /ZINC PLATED MANDREL HAVE /IR AS A SUFFIX (STOCK)

L120o
B

C

A

CO
UN

TE
RS

UN
K

A

L

B C

D

1
.06” m

in.ST
AN

DA
RD

 FL
AN

GE
-D

OM
E 

HE
AD

LA
RG

E 
FL

AN
GE

 

C

A

B

RIVETKING®/CELUS® STEEL/STEEL BLIND RIVETS ARE EQUIPPED WITH PITCHED MANDREL DESIGN THAT IS ENVELOPED BY THE RIVET DURING APPLICATION 
TO PREVENT MANDREL FALLOUT. 
Phosphated mandrels reduce rivet gun jaw cleaning, while zinc plated mandrels provide for greater rust protection. The SBS series is ranked #3 in both shear 
and tensile strength in the open end blind rivet category. Per IFI -114 Grade 30

1/8”

SBS - 42LF .063 - .125

.065 .129 - .133
(#30) 260 310

3.30
SBS - 43LF 3.50
SBS - 44LF .188 - .250 .400 3.60
SBS - 46LF .525 4.63
SBS - 48LF .650 4.63

5/32”
SBS - 52LF .020 - .125 .300

.468 .095 .160 - .164
(#20)SBS - 54LF .188 - .250 .425

SBS - 56LF .550 8.33

3/16”

SBS - 62LF .020 - .125 .325

.625 .092 .114 .192 - .196
(#11) 540 680

SBS - 64LF .188 - .250 .450
SBS - 66LF 13.33
SBS - 68LF
SBS - 610LF .501 - .625 .825 16.00
SBS - 612LF .950 16.00
SBS - 614LF
SBS - 616LF 1.200 18.00

1/4” SBS - 88LF .151 1000 1240

1/8”

SCS - 42 .063 - .125

.220 .031 .129 - .133
(#30) 260 310

3.00

SCS - 43 3.10

SCS - 44 .188 - .250 .400 3.30

5/32” SCS - 54 .188 - .250 .425 .281 .040 .095 .160 - .164 5.25

3/16”
SCS - 64 .188 - .250 .450

.350 .050 .114 .192 - .196
(#11) 540 680

8.20

SCS - 66 9.60

RIVETKING®  SBS SERIES  ALL STEEL BLIND RIVETS  O EN END

A A L B C D

DIA. PART 
NUMBER GRIP RANGE RIVET

LENGTH
HEAD
DIA.

HEAD 
HEIGHT

MANDREL
DIA.

HOLE SIZE
(DRILL #)

STRENGTH Wt.
lbs/MSHEAR TENSILE

3/32” SBS - 32 .020 - .125 .250 .188 .032 (#41) 130 1.50
SBS - 34 .126 - .250

1/8”

SBS - 41 .020 - .062 .212

.250 .040 .129 - .133
(#30) 260 310

2.80
SBS - 42 .063 - .125 2.90
SBS - 43 3.10
SBS - 44 .188 - .250 .400 3.30
SBS - 45 .251 - .312 .462 3.60
SBS - 46 .525
SBS - 48 .650
SBS - 410 .501 - .625
SBS - 412 .900

5/32”

SBS - 52  .020 - .125 .300

.312 .050 .095 .160 - .164
(#20)

5.13
SBS - 53 .362 5.25
SBS - 54 .188 - .250 .425 5.50
SBS - 56 .550
SBS - 58 6.83

3/16”

SBS - 62 .020 - .125 .325

.060 .114 .192 - .196
(#11) 540 680

SBS - 63 8.20
SBS - 64 .188 - .250 .450 8.60
SBS - 66 9.40
SBS - 68
SBS - 610 .501 - .625 .825
SBS - 612 .950
SBS - 614 14.33
SBS - 616 1.200

1/4”

SBS - 84 .020 - .250 .500

.500 .080 .151 (F) 1000 1240

16.50
SBS - 86 .625
SBS - 88 19.00
SBS - 810 .501 - .625 23.00
SBS - 812 1.000 24.50
SBS - 814 1.125
SBS - 816 1.250 28.00

*
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RIVET: 18-8 SERIES STAINLESS STEEL  .  MANDREL: STEEL TRIVALENT ZINC PLATED

1/8”

FBS - 42LF .020 - .125

.065 .129 - .133
(#30) 420 530

3.30
FBS - 43LF 3.50
FBS - 44LF .188 - .250 3.60
FBS - 45LF .251 - .312 .462
FBS - 46LF .525

5/32”

FBS - 52LF .020 - .125 .300

.468 .095 .160 - .164
(#20) 650 820

FBS - 53LF .362
FBS - 54LF .188 - .250 .425
FBS - 56LF .550
FBS - 58LF

3/16”

FBS - 62LF

.625 .092 .114 .192 - .196
(#11) 950 1200

FBS - 64LF .188 - .250 .450
FBS - 66LF 11.33
FBS - 68LF
FBS - 610LF .501 - .625 .825 13.00
FBS - 612LF .950 14.50
FBS - 614LF
FBS - 616LF 1.200

RIVETKING® FBS SERIES . STAINLESS/STEEL RIVETS . O EN END
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1/8”

FCS - 42 .063 - .125

.220 .031 .129 - .133
(#30) 420 530

3.00

FCS - 43 3.10

FCS - 44 .188 - .250 .400 3.30

5/32” FCS - 54 .188 - .250 .425 .281 .040 .095 .160 - .164 650 820 5.36

3/16”
FCS - 64 .188 - .250 .450

.350 .050 .114 .192 - .196
(#11) 950 1200

FCS - 66

A A L B C D

DIA. PART 
NUMBER GRIP RANGE RIVET

LENGTH
HEAD
DIA.

HEAD 
HEIGHT

MANDREL
DIA.

HOLE SIZE
(DRILL #)

STRENGTH Wt.
lbs/MSHEAR TENSILE

3/32”
FBS - 32 .020 - .125 .250

.188 .032 (#41) 230 280
FBS - 34 .126 - .250

1/8”

FBS - 41 .020 - .062 .212

.250 .040 .129 - .133
(#30) 420 530

2.60
FBS - 42 .063 - .125 3.00
FBS - 43 3.10
FBS - 44 .188 - .250 .400 3.20
FBS - 45 .251 - .312 .462 3.60
FBS - 46 .525 3.50
FBS - 48 .650 3.60

5/32”

FBS - 52  .020 - .125 .300

.312 .050 .095 .160 - .164
(#20) 650 820

5.00
FBS - 53 .362 5.25
FBS - 54 .188 - .250 .425 5.80
FBS - 56 .550
FBS - 58
FBS - 510 .501 - .625 .800

3/16”

FBS - 62 .063 - .125 .325

.060 .114 .192 - .196
(#11) 950 1200

FBS - 63 8.40
FBS - 64 .188 - .250 .450 8.80
FBS - 66
FBS - 68 11.00
FBS - 610 .501 - .625 .825
FBS - 612 .950
FBS - 614
FBS - 616 1.200 22.00

1/4”

FBS - 84 .063 - .250 .500

.500 .080 .151 (F) 2100
FBS - 86 .625
FBS - 88
FBS - 810 .501 - .625
FBS - 812 1.000

RIVETKING® STAINLESS STEEL RIVET WITH STEEL ZINC PLATED MANDREL (FBS) SERIES IS THE ECONOMICAL ALTERNATIVE TO FBF SERIES. FBS Series offers 
similar shear and tensile strength and will hold its strength over time in corrosive environments.  Because a steel mandrel has the potential to leave a rust trail, 
for aesthetic applications FBF series is recommended. IFI 114 Grade 50.

*

*1/4” Diameter rivets have a 1.250 mandrel length minimum.
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RIVET: 18-8 STAINLESS STEEL  .  MANDREL: 18-8 STAINLESS STEEL

RIVETKING® ALL STAINLESS STEEL BLIND RIVETS ARE A SURE WAY TO AVOID RUST AND OXIDATION. 

increased assembly speed and improving safety. The unique mandrel head shape assists in retaining the mandrel within the rivet. All Stainless Blind rivets 
rank #1 in shear and tensile strength when compared to others in its class.  PER IFI-114 GRADE 51.

1/8”

FBF - 42LF .063 - .125

.065 .129-.133
(#30) 420 530

3.30
FBF - 43LF 3.50
FBF - 44LF .188 - .250 .400 3.60
FBF - 46LF .525
FBF - 48LF .650

5/32”
FBF - 52LF .020 - .125 .300

.468 .095 .160-.164
(#20) 650 820FBF - 54LF .188 - .250 .425

FBF - 56LF .550

3/16”

FBF - 62LF .020 - .125 .325

.625 .092 .114 .192-.196
(#11) 950 1200

FBF - 64LF .188 - .250 .450
FBF - 66LF 11.33
FBF - 68LF
FBF - 610LF .501 - .625 .825 13.00
FBF - 612LF .950 14.50
FBF - 614LF
FBF - 616LF 1.200 18.36

1/4” FBF - 88LF .151 2100

1/8”

FCF - 42 .063 - .125

.220 .031 .129 - .133
(#30) 420 530

3.00

FCF - 43 3.10

FCF - 44 .188 - .250 .400 3.30

5/32” FCF - 54 .188 - .250 .425 .281 .040 .095 .160 - .164 650 820 5.36

3/16”
FCF - 64 .188 - .250 .450

.350 .050 .114 .192 - .196
(#11) 950 1200

FCF - 66

RIVETKING®  FBF SERIES . ALL STAINLESS RIVETS . O EN END

A A L B C D

DIA. PART 
NUMBER GRIP RANGE RIVET

LENGTH
HEAD
DIA.

HEAD 
HEIGHT

MANDREL
DIA.

HOLE SIZE
(DRILL #)

STRENGTH Wt.
lbs/MSHEAR TENSILE

3/32” FBF - 32 .020 - .125 .250 .188 .032 (#41) 230 280 1.53
FBF - 34 .126 - .250

1/8”

FBF - 41 .020 - .062 .212

.250 .040 .129 - .133
(#30) 420 530

2.60
FBF - 42 .063 - .125 2.90
FBF - 43 3.00
FBF - 44 .188 - .250 .400 3.10
FBF - 45 .251 - .312 .462 3.60
FBF - 46 .525 3.30
FBF - 48 .650 3.50
FBF - 410 .501 - .625 4.88
FBF - 412 .900

5/32”

FBF - 52  .020 - .125 .300

.312 .050 .095 .160 - .164
(#20) 650 820

5.00
FBF - 53 .362 5.13
FBF - 54 .188 - .250 .425 5.25
FBF - 56 .550 5.83
FBF - 58 6.50

3/16”

FBF - 62 .020 - .125 .325

.060 .114 .192 - .196
(#11) 950 1200

FBF - 63 8.36
FBF - 64 .188 - .250 .450 8.40
FBF - 66 8.80
FBF - 68
FBF - 610 .501 - .625 .825 11.00
FBF - 612 .950
FBF - 614 14.62
FBF - 616 1.200 22.00

1/4”

FBF - 84 .020 - .250 .500

.500 .080 .151 (F) 2100

15.00
FBF - 86 .625
FBF - 88 18.00
FBF - 810 .501 - .625 20.00
FBF - 812 1.000 20.50
FBF - 814 1.125
FBF - 816 1.250 28.56

*1/4” Diameter rivets have a 1.250 mandrel length minimum.
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INSIDE
DIAMETER

THICKNESS

OUTSIDE DIAMETER

RIVETKING®  BACK U  AS ERS

DIMENSIONS ALUMINUM STEEL
ZINC PLATED

STAINLESS STEEL
18-8 SERIES

RIVET DIA. OUTSIDE DIA. THICKNESS PART NUMBER PART NUMBER PART NUMBER

1/8” .375 .062 ABUP - 4 SBUP - 4 FBUP - 4
5/32” .437 .062 ABUP - 5 SBUP - 5 FBUP - 5
3/16” .500 .062 ABUP - 6 SBUP - 6 FBUP - 6
1/4” .562 .062 ABUP - 8 SBUP - 8 FBUP - 8

Use Back Up Washers when the hole size or the grip range is out 

surface in thin sheet metal or plastics.

OR DON’T USE BACK UP WASHERS AT ALL USE:
TRIFIX™, RIVINOX®, OR RIVIBULB®

RK-8000S
5/32” MAX.

RK-8000 SERIES RIVETKING® TOOLS RIVETKING® LONG STROKE - RK-8000LS
QUICK, LIGHT, ERGONOMIC AND SHOCK RESISTANT.  
The RK-8000 Series is the best choice for demanding, high volume production-oriented 
environments. Triple Jaws, and Vacuum mandrel collection comes standard. 

The RK-8000S is perfect for 1/8” diameter rivets, while the RK-8000M is best for 
3/16” and 5/32”. For extended grip or structural rivet applications, the RK-8000LS is 
suggested. The RK-8000LS is designed with an extra long stroke to insure that the rivet 
is applied and mandrel is withdrawn completely from the rivet in almost any grip range.

RK-8000LS = LONG STROKE PERFORMANCE!
Extra long stroke, lightweight, ergonomic and shock resistant 
with triple jaws and vacuum mandrel collection. The RivetKing® 
RK-8000LS is perfect in long stroke applications such as: 

RK-8000M
3/16” MAX. & STRUCTURALS

RK-8000LS
1/4” MAX. & STRUCTURALS

Power: 3,400 lbsF
Stroke: 1.02”
Weight: 3.74 lbs

THE RK-8000LS IS BEST FOR:
- Structural Rivets
- PLR™ Rivet
- Trifold Rivets
- Long Length Rivets
- Rivets used outside the 

intended  grip range

Power: 1,850 lbsF
Stroke: .787”
Weight: 2.42 lbs

Power: 2,450 lbsF
Stroke: .787”
Weight: 3.3 lbs

FIND THIS!Plus More onPage 7RIVETKING® BLIND RIVET TOOLS
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A L B C D

DIA. PART 
NUMBER GRIP RANGE HOLE SIZE

(DRILL #)
RIVET

LENGTH
HEAD
DIA.

HEAD 
HEIGHT

MANDREL
DIA.

STRENGTH WEIGHT 
PER MSHEAR TENSILE

1/8”

CBB - 42 .020 - .125

.129 - .133
(#30) .250 .040

3.1

CBB - 43 3.4

CBB - 44 .188 - .250 .400 3.4

A L B C D

DIA. PART 
NUMBER GRIP RANGE HOLE SIZE

(DRILL #)
RIVET

LENGTH
HEAD
DIA.

HEAD 
HEIGHT

MANDREL
DIA.

STRENGTH WEIGHT 
PER MSHEAR TENSILE

1/8”

CBS - 42 .020 - .125

.129 - .133
(#30) .250 .040

3.1

CBS - 43 3.4

CBS - 44 .188 - .250 .400 3.4
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RIVETKING® CO ER BLIND RIVET

RIVETKING® CO ER/ BRASS BLIND RIVET

RIVETKING® OFFERS COPPER RIVET BODIES WITH STEEL/ COPPER PLATED MANDREL. 

RIVETKING® OFFERS COPPER RIVET BODIES WITH A SOLID BRASS MANDREL. The solid brass mandrel configuration is used in electronics applications 
where superior conductivity is required or in decorative applications where superior corrosion protection is required. CBB series rivets meet or exceed 
IFI 114 specifications.

CBB SERIES  RIVET: COPPER  MANDREL: BRASS
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ALL ALUMINUM-DOME HEAD  CLOSED END BLIND RIVET

RIVET: DOME HEAD, POLISHED, 1100 ALUMINUM
MANDREL: POLISHED, ALUMINUM
IFI-126 Grade 9

1.06” min.
D

C

B

Closed End Rivets are used when a weather proof/leak proof seal 
is needed. Its completely closed end design prevents liquids, 
moisture, air and other contaminants from entering the riveted 
hole and/or the rivet itself. The RivetKing® Closed End rivet design 
guarantees the mandrel head is fully retained within the rivet. 
RivetKing® Aluminum/Aluminum Closed End rivets are bright 
polished for aesthetics and to prevent oxidation. The Aluminum 

RIVETKING®  ABA-CE SERIES . ALL ALUMINUM RIVETS . CLOSED END

3/32” and 1/4” Diameter Rivets can be quoted on request.

*

A L B C D

PART 
NUMBER

RIVET 
SIZE

GRIP
RANGE LENGTH HEAD 

DIA
HEAD

HEIGHT
MANDREL

DIA HOLE SIZE SHEAR TENSILE WEIGHT /M

MIN - MAX MAX NOM. NOM. NOM. MIN - MAX LBS.F LBS.F LBS/M
ABA - 41 - CE

1/8”

.020 - .062

.250 .040 129 - .133
(#30) 1O0 110

1.2

ABA - 42 - CE .063 - .125 .360 1.3

ABA - 43 - CE .422 1.3

ABA - 44 - CE .188 - .250 .485 1.4

ABA - 45 - CE .251 - .312 1.5

ABA - 46 - CE .610 1.6

ABA - 48 - CE

ABA - 410 - CE .501 - .625 1.8

ABA - 412 - CE 1.9

ABA - 52 - CE

5/32”

.020 - .125

.312 .050 .095 .160 - .164
(#20) 130 160

2.0

ABA - 53 - CE 2.0

ABA - 54 - CE .188 - .250 .500 2.1

ABA - 55 - CE .251 - .312 .562 2.2

ABA - 56 - CE .625 2.2

ABA - 58 - CE 2.3

ABA - 510 - CE .501 - .625 2.4

ABA - 62 - CE

3/16”

.020 - .125 .406

.060 .114 .192 - .196
(#11) 210 250

2.8

ABA - 63 - CE .468 3.2

ABA - 64 - CE .188 - .250 .531 3.4

ABA - 66 - CE .656 4.0

ABA - 68 - CE 4.4

ABA - 610 - CE .501 - .625 .906 4.9

ABA - 612 - CE 1.026 5.5

ABA - 614 - CE 6.1

ABA - 616 - CE 6.8
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1.06” min.
D

C

B

ALUMINUM/STEEL-DOME HEAD  CLOSED END BLIND RIVETS

RIVET: DOME HEAD, POLISHED, 5056 ALUMINUM 
MANDREL: PHOSPHATED, STEEL
Per IFI-126 Grade 19

A L B C D

PART 
NUMBER

RIVET 
SIZE

GRIP
RANGE LENGTH HEAD 

DIA
HEAD

HEIGHT
MANDREL

DIA HOLE SIZE SHEAR TENSILE WEIGHT 
LBS/M

MIN - MAX MAX NOM. NOM. NOM. MIN - MAX LBS.F LBS.F APPROX.
ABS - 41 - CE

1/8”

.020 - .063

.250 .040 129 - .133
(#30) 240 280

2.1

ABS - 42 - CE .063 - .125 .360 2.2

ABS - 43 - CE .422 2.2

ABS - 44 - CE .188 - .250 .485 2.5

ABS - 45 - CE .251 - .312 2.6

ABS - 46 - CE .610 2.6

ABS - 48 - CE

ABS - 410 - CE .501 - .625 2.8

ABS - 412 - CE 2.9

ABS - 52 - CE

5/32”

.020 - .125

.312 .050 .095 .160 - .164
(#20) 350 480

3.8

ABS - 53 - CE 3.9

ABS - 54 - CE .188 - .250 .500 3.9

ABS - 55 - CE .251 - .312 .562 4.0

ABS - 56 - CE .625 4.0

ABS - 58 - CE 4.1

ABS - 510 - CE .501 - .625 4.3

ABS - 62 - CE

3/16”

.020 - .125 .406

.060 .114 .192 - .196
(#11) 500 690

5.4

ABS - 63 - CE .468 5.8

ABS - 64 - CE .188 - .250 .531 6.2

ABS - 66 - CE .656 6.4

ABS - 68 - CE

ABS - 610 - CE .501 - .625 .906

ABS - 612 - CE 1.026

ABS - 614 - CE 8.0

ABS - 616 - CE 8.5

ABS - 82 - CE

1/4”

.020 - .125 .445

.500 .080 .151 (F) 900 1100

11.3

ABS - 84 - CE .125 - .250 11.5

ABS - 86 - CE .695 11.5

ABS - 88 - CE .820 12.5

ABS - 810 - CE .501 - .625 .945 13.5

ABS - 812 - CE 14.5

ABS - 814 - CE 1.195 15.5

ABS - 816 - CE 1.320 16.5

Closed End Rivets are used when a weather proof / leak proof seal is 
needed. Its completely closed end design prevents liquids, moisture, 
air and other contaminants from entering the riveted hole and/or 
the rivet itself. The RivetKing® Closed End rivet design guarantees 
the mandrel head is fully retained within the rivet. Aluminum/Steel 
Closed End rivets have an aluminum bright polished rivet to resist 
oxidation and a steel phosphate coated mandrel for improved 
clamp force during riveting. While the ABS-CE series is an aluminum 
rivet, be aware that the mandrel is steel and even though withdrawn 
after riveting, the potential for rust streaks is present. For superior 
corrosion protection use ABA-CE or FBF-CE. 

RIVETKING® ABS-CE SERIES . ALUMINUM/ STEEL . CLOSED END

*1/4” Diameter rivets have a 1.250 mandrel length minimum.

*
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1.06” min.
D

C

B

ALL STEEL  DOME HEAD  CLOSED END BLIND RIVETS

RIVET: DOME HEAD, ZINC PLATED, C-1002 STEEL 
MANDREL: ZINC PLATED, STEEL
Per IFI-126 Grade 30

Closed End Rivets are used when a weather proof / leak proof 
seal is needed. Its completely closed end design prevents liquids, 
moisture, air and other contaminants from entering the riveted 
hole and/or the rivet itself. The RivetKing® Closed End Rivet 
design guarantees the mandrel head is fully retained within the 
rivet. Steel/Steel Closed End rivets are trivalent zinc plated. 

FOR SUPERIOR CORROSION PROTECTION USE ABA-CE OR FBF-CE.

RIVETKING® SBS-CE SERIES . ALL STEEL . CLOSED END

A L B C D

PART 
NUMBER

RIVET 
SIZE

GRIP
RANGE LENGTH HEAD 

DIA
HEAD

HEIGHT
MANDREL

DIA HOLE SIZE SHEAR TENSILE

MIN - MAX MAX NOM. NOM. NOM. MIN - MAX LBS.F LBS.F

SBS - 42 - CE

1/8”

.063 - .125 .360

.250 .040 129 - .133
(#30) 240

SBS - 43 - CE .422

SBS - 44 - CE .188 - .250 .485

SBS - 45 - CE .251 - .312

SBS - 46 - CE .610

SBS - 48 - CE 

SBS - 52 - CE 

5/32”

.020 - .125

.312 .050 .095 .160 - .164
(#20) 390 420

SBS - 53 - CE 

SBS - 54 - CE .188 - .250 .500

SBS - 56 - CE .562

SBS - 58 - CE .625

SBS - 510 - CE .501 - .625

SBS - 62 - CE

3/16”

.020 - .125 .406

.060 .114 .192 - .196
(#11) 550 640

SBS - 63 - CE .468

SBS - 64 - CE .188 - .250 .531

SBS - 66 - CE .656

SBS - 68 - CE

SBS - 610 - CE .501 - .625 .906

SBS - 612 - CE 1.026

*

3/32” and 1/4” Diameter Rivets can be quoted on request.
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1.06” min.
D

C

B

CLOSED END  RIVET: 18-8 STAINLESS  MANDREL: STAINLESS

Closed End Rivets are used when a weather proof / leak proof 
seal is needed. Its completely closed end design prevents liquids, 
moisture, air and other contaminants from entering the riveted 
hole and/or the rivet itself. The RivetKing® Closed End rivet design 
guarantees the mandrel head is fully retained within the rivet. 
Stainless/Stainless Closed End rivets are bright polished and 
contain a grooved mandrel which improves jaw life and maintains 

corrosion resistant.

RIVETKING® FBF-CE SERIES . ALL STAINLESS . CLOSED END

A L B C D

PART 
NUMBER

RIVET 
SIZE

GRIP
RANGE LENGTH HEAD 

DIA
HEAD

HEIGHT
MANDREL

DIA HOLE SIZE SHEAR TENSILE

MIN - MAX MAX NOM. NOM. NOM. MIN - MAX LBS.F LBS.F

FBF - 42 - CE

1/8”

.063 - .125 .360

.250 .040 129 - .133
(#30) 400 450

FBF - 43 - CE .422

FBF - 44 - CE .188 - .250 .485

FBF - 45 - CE .251 - .312

FBF - 46 - CE .610

FBF - 48 - CE 

FBF - 52 - CE 

5/32”

.020 - .125

.312 .050 .095 .160 - .164
(#20) 800

FBF - 53 - CE 

FBF - 54 - CE .188 - .250 .500

FBF - 56 - CE .562

FBF - 58 - CE .625

FBF - 510 - CE .501 - .625

FBF - 62 - CE

3/16”

.020 - .125 .406

.060 .114 .192 - .196
(#11) 850 900

FBF - 63 - CE .468

FBF - 64 - CE .188 - .250 .531

FBF - 66 - CE .656

FBF - 68 - CE

FBF - 610 - CE .501 - .625 .906

FBF - 612 - CE 1.026

FBF - 82 - CE

1/4”

.020 - .125 .445

.500 .080 .151 (F) 1520 1955

FBF - 84 - CE .125 - .250

FBF - 86 - CE .695

FBF - 88 - CE .820

FBF - 810 - CE .501 - .625 .945

FBF - 812 - CE

FBF - 814 - CE 1.195

FBF - 816 - CE 1.320

*1/4” Diameter rivets have a 1.250 mandrel length minimum.

*

RIVET: DOME HEAD, POLISHED, 300 SERIES STAINLESS STEEL
MANDREL: POLISHED, 400 SERIES STAINLESS STEEL
Per IFI-126 Grade 51

300 SERIES STAINLESS STEEL MANDREL/ 300 SERIES STAINLESS STEEL RIVET 
AVAILABLE ON REQUEST BY SPECIAL ORDER ONLY.

S
TA

N
D

A
R

D
 B

L
IN

D
 R

IV
E

T
S

Call Rivet USA (a division of Cardinal Components) to Order or for Quote
800-236-3200 | info@cardinalcomponents.com | www.rivetusa.com



PAGE  41

RivetKing® PLR™ Rivet work great in plastic and soft 
materials with out of round holes. The rivet is scored 
by the mandrel and split into three parts. TS-16949 
produced and when applicable on steel, trivalent zinc 
plated for ROHS and GMW3044 compliance.

L

A

C

B

D

RIVETKING®  LR  RIVET

A B C L

RIVET 
SIZE

PART 
NUMBER

GRIP 
RANGE
MAX.

SHANK DIAMETER HEAD DIAMETER HEAD 
HEIGHT LENGTH HOLE 

SIZE SHEAR TENSILE
MIN. MAX. MIN. MAX. MAX. MIN. MAX.

1/8”

ABSM3.2X8/PLR .138 .121 - .129 .229 - .264 .051 .315 - .354

.129 225

ABSM3.2X10/PLR .121 - .129 .229 - .264 .051 .394 - .433
ABSM3.2X12/PLR .121 - .129 .229 - .264 .051 - .511
ABSM3.2X14/PLR .354 .121 - .129 .229 - .264 .051 .551 - .59O
ABSM3.2X16/PLR .433 .121 - .129 .229 - .264 .051 .630 - .669
ABSM3.2X18/PLR .512 .121 - .129 .229 - .264 .051 -

5/32”

ABSM4X8/PLR .152 - .158 - .331 .315 - .354

.165 324 325

ABSM4X10/PLR .236 .152 - .158 - .331 .394 - .433
ABSM4X12/PLR .315 .152 - .158 - .331 - .511
ABSM4X14/PLR .393 .152 - .158 - .331 .551 - .590
ABSM4X16/PLR .152 - .158 - .331 .630 - .669
ABSM4X18/PLR .551 .152 - .158 - .331 -
ABSM4X20/PLR .630 .152 - .158 - .331 - .826
ABSM4X25/PLR .826 .152 - .158 - .331 .984 - 1.023

3/16”

ABSM4.8X10/PLR .183 - .193 - .398 .394 - .433

.196 405 353

ABSM4.8X12/PLR .183 - .193 - .398 - .511
ABSM4.8X14/PLR .354 .183 - .193 - .398 .551 - .590
ABSM4.8X16/PLR .433 .183 - .193 - .398 .630 - .669
ABSM4.8X18/PLR .512 .183 - .193 - .398 -
ABSM4.8X21/PLR .630 .183 - .193 - .398 - .865
ABSM4.8X24/PLR .183 - .193 - .398 .945 - .984

.866 .183 - .193 - .398 1.063 - 1.102
ABSM4.8X30/PLR .984 .183 - .193 - .398 1.181 - 1.220
ABSM4.8X32/PLR 1.063 .183 - .193 - .398 1.260 - 1.248
ABSM4.8X35/PLR 1.181 .183 - .193 - .398 -
ABSM4.8X40/PLR 1.260 .183 - .193 - .398 - 1.614
ABSM4.8X45/PLR 1.456 .183 - .193 - .398 - 1.810
ABSM4.8X51/PLR 1.653 .183 - .193 - .398 1.968 -

5MM

ABSM5X40/PLR 1.260 .193 - .201 .342 - .413 - 1.614

.204 450

ABSM5X45/PLR 1.456 .193 - .201 .342 - .413 - 1.810
ABSM5X50/PLR 1.653 .193 - .201 .342 - .413 1.968 -
ABSM5X55/PLR 1.850 .193 - .201 .342 - .413 2.165 - 2.204
ABSM5X60/PLR .193 - .201 .342 - .413 2.362 - 2.401
ABSM5X65/PLR 2.244 .193 - .201 .342 - .413 2.559 - 2.598

2.440 .193 - .201 .342 - .413 -
.193 - .201 .342 - .413 2.952 - 2.991

ABSM5X80/PLR 2.834 .193 - .201 .342 - .413 3.149 - 3.188
ABSM5X90/PLR 3.149 .193 - .201 .342 - .413 3.543 - 3.582
ABSM5X100/PLR 3.543 .193 - .201 .342 - .413 -
ABSM5X110/PLR .193 - .201 .342 - .413 4.330 - 4.369
ABSM5X120/PLR 4.330 .193 - .201 .342 - .413 -
ABSM5X130/PLR .193 - .201 .342 - .413 5.118 -
ABSM5X140/PLR 5.119 .193 - .201 .342 - .413 5.512 - 5.551
ABSM5X150/PLR 5.511 .193 - .201 .342 - .413 5.905 - 5.944
ABSM5X160/PLR 5.905 .193 - .201 .342 - .413 6.299 - 6.338

6.299 .193 - .201 .342 - .413 6.693 -
ABSM5X180/PLR 6.692 .193 - .201 .342 - .413 -
ABSM5X190/PLR .193 - .201 .342 - .413 -

1/4”

ABSM6.4X35/PLR 1.181 .246 - .256 - .528 .106 -

.260 550

ABSM6.4X50/PLR 1.653 .246 - .256 - .528 .106 1.968 -
ABSM6.4X80/PLR 2.834 .246 - .256 - .528 .106 3.149 - 3.188
ABSM6.4X100/PLR 3.543 .246 - .256 - .528 .106 -
ABSM6.4X120/PLR 4.330 .246 - .256 - .528 .106 -
ABSM6.4X150/PLR 5.511 .246 - .256 - .528 .106 5.905 - 5.944

6.496 .246 - .256 - .528 .106 6.890 - 6.928
ABSM6.4X200/PLR .246 - .256 - .528 .106 -

ALUMINUM/ STEEL
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a

ALUMINUM/ STEEL LONG LENGTH BLIND RIVETS DOME HEAD
RIVETKING® LONG LENGTH RIVET

3/16” **

The 3/16” inch designation has been applied as a reference only as the actual rivet is .196 diameter. 
Please insure the hole design is greater then .200 to accommodate the rivet.

L

A

C

B

D

1.06” min.

RIVET: ALUMINUM 
MANDREL: STEEL, TRIVALENT ZINC PLATED

Long length blind rivets are used in areas that require a thick grip range 

industrial extended grip, blind side applications.

A L B C D

PART 
NUMBER

RIVET 
SIZE

GRIP
RANGE LENGTH HEAD DIA HEAD

HEIGHT
MANDREL

DIA HOLE SIZE SHEAR TENSILE

MIN-MAX MAX NOM. NOM. NOM. MAX LBS. LBS.

01050004035
5/32”

1.02 - 1.25 1.38
.300 .083 .161 180 220

01050004040 1.25 - 1.44
01050005040

3/16”**

1.18 - 1.38

.366 .060 .108 .200 450 618

01050005045
01050005050
01050005055
01050005060
01050005065

2.36 - 2.56
2.95

01050005080 3.15
01050005090 2.95 - 3.35 3.54
010500050100 3.93
010500050110 4.33
010500050120 1.14 - 4.53
010500050130 4.52 - 4.92 5.12
010500050140 4.92 - 5.32 5.52
010500050150 6.29
010500050160

6.10 - 6.50
010500050180 6.50 - 6.89
010500050190

01050006480 3.15

.512 .142 2.56 550

010500064100

1/4”

3.93
010500064120 3.66 - 4.45
010500064150 4.45 - 5.63 6.91

5.63 - 6.61 6.89

010500064200
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