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Subject to modifications  

3/16“ (4.8 mm)
D1 = 3/16"   4.8 mm 
D2 = .400"   10.1 mm
k = .090"   2.29 mm
d = .118"  3.0 mm
P = ≥ 1.063"   27.0 mm
                              .193 - .201"
                             4.9 - 5.1 mm        

BLIND RIVETS - GO-LOCK
DOME HEAD
ABA-GL-SERIES - STRUCTURAL BLIND RIVETS

Body: ALUMINUM  
Mandrel: ALUMINUM

DESCRIPTION
ITEM-CODE

F-MAX GRIP RANGE SHEAR TENSILE

in mm
in mm

lbf kn lbf kn
min max min max

ABA-64-GL .842 21.387 .062 .270 1.575 6.858 600 2.67 450 2.00

ABA-67-GL .975 24.765 .062 .437 1.575 11.100 600 2.67 450 2.00

ABA-86-GL 1.181 29.997 .080 .375 2.032 9.525 1300 5.78 830 3.69

ABA-810-GL 1.400 35.560 .080 .625 2.032 15.875 1300 5.78 830 3.69

SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR TENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILE

1/4“ (6.4 mm)
D1 = 1/4"   6.4 mm 
D2 = .530"   13.46 mm
k = .117"   2.97 mm
d = .158"   4.0 mm
P = ≥ 1.26"   32.0 mm
                              .260 - .275"
                             6.6 - 7.0 mm

* *

* Typical values

Request your quote with Rivet USA (an operating division of Cardinal Components, Inc.)
Cardinal Components, Inc. is your authorized preferred specialty fastener distributor. (800) 236-3200

SSales@RivetUSA.com www.RivetUSA.com
ISO 9001 CERTIFIED
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Subject to modifications  

3/16“ (4.8 mm)
D1 = 3/16"   4.8 mm 
D2 = .400"   10.1 mm
k = .090"   2.29 mm
d = .118"  3.0 mm
P = ≥ 1.063"   27.0 mm
                              .193 - .201"
                             4.9 - 5.1 mm        

BLIND RIVETS - GO-LOCK
DOME HEAD
SBS-GL-SERIES - STRUCTURAL BLIND RIVETS

Body: STEEL ZINC PLATED (GALV.)  
Mandrel: STEEL ZINC PLATED (GALV.)

DESCRIPTION
ITEM-CODE

F-MAX GRIP RANGE SHEAR TENSILE

in mm
in mm

lbf kn lbf kn
min max min max

SBS-64-GL .716 18.186 .062 .270 1.575 6.858 1300 5.78 1000 4.45

SBS-67-GL 1.003 25.476 .062 .437 1.575 11.100 1300 5.78 1000 4.45

SBS-86-GL 1.181 29.997 .080 .375 2.032 9.525 2400 10.68 1850 8.23

SBS-810-GL 1.425 36.195 .080 .625 2.032 15.875 2400 10.68 1850 8.23

SBS-1210-GL 1.650 41.91 .120 .625 3.048 15.875 6000 26.69 4000 17.79

SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR TENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILE

1/4“ (6.4 mm)
D1 = 1/4"   6.4 mm 
D2 = .530"   13.46 mm
k = .117"   2.97 mm
d = .158"   4.0 mm
P = ≥ 1.26"   32.0 mm
                              .260 - .275"
                             6.6 - 7.0 mm

* *

* Typical values

3/8“ (9.8 mm)
D1 = 3/8"   9.8 mm 
D2 = .787"   20.0 mm
k = .175"   4.45 mm
d = .232"   5.9 mm
P = ≥ 1.545"   39.2 mm
                              .394 - .409"
                             10.0 - 10.4 mm

Request your quote with Rivet USA (an operating division of Cardinal Components, Inc.)
Cardinal Components, Inc. is your authorized preferred specialty fastener distributor. (800) 236-3200

SSales@RivetUSA.com www.RivetUSA.com
ISO 9001 CERTIFIED
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Subject to modifications  

3/16“ (4.8 mm)
D1 = 3/16"   4.8 mm 
D2 = .400"   10.1 mm
k = .090"   2.29 mm
d = .118"  3.0 mm
P = ≥ 1.063"   27.0 mm
                              .193 - .201"
                             4.9 - 5.1 mm        

BLIND RIVETS - GO-LOCK
DOME HEAD
IBI-GL-SERIES - STRUCTURAL BLIND RIVETS

Body: AISI 304 STAINLESS STEEL
Mandrel: AISI 304 STAINLESS STEEL

DESCRIPTION
ITEM-CODE

F-MAX GRIP RANGE SHEAR TENSILE

in mm
in mm

lbf kn lbf kn
min max min max

IBI-64-GL .842 21.387 .062 .270 1.575 6.858 1300 5.78 1000 4.45

IBI-67-GL 1.003 25.476 .062 .437 1.575 11.100 1300 5.78 1000 4.45

IBI-86-GL 1.119 28.423 .080 .375 2.032 9.525 2400 10.68 1850 8.23

IBI-810-GL 1.431 36.347 .080 .625 2.032 15.875 2400 10.68 1850 8.23

SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR TENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILE

1/4“ (6.4 mm)
D1 = 1/4"   6.4 mm 
D2 = .530"   13.46 mm
k = .117"   2.97 mm
d = .158"   4.0 mm
P = ≥ 1.26"   32.0 mm
                              .260 - .275"
                             6.6 - 7.0 mm

* *

* Typical values

Request your quote with Rivet USA (an operating division of Cardinal Components, Inc.)
Cardinal Components, Inc. is your authorized preferred specialty fastener distributor. (800) 236-3200

SSales@RivetUSA.com www.RivetUSA.com
ISO 9001 CERTIFIED
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Subject to modifications  

3/16“ (4.8 mm)
D1 = 3/16"   4.8 mm 
D2 = .345"   8.76 mm
k = .070"   1.78 mm
d = .118"  3.0 mm
P = ≥ 1.063"   27.0 mm
                              .193 - .201"
                             4.9 - 5.1 mm        

BLIND RIVETS - GO-LOCK
COUNTERSUNK HEAD 100°    
ACA-GL-SERIES - STRUCTURAL BLIND RIVETS

Body: ALUMINUM
Mandrel: ALUMINUM

DESCRIPTION
ITEM-CODE

F-MAX GRIP RANGE SHEAR TENSILE

in mm
in mm

lbf kn lbf kn
min max min max

ACA-65-GL .793 20.142 .125 .331 3.175 8.407 550 2.45 450 2.00

ACA-68-GL 1.115 28.321 .303 .500 7.696 12.700 550 2.45 450 2.00

ACA-87-GL 1.115 28.321 .170 .475 4.318 12.065 1215 5.40 810 3.60

SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR TENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILE

1/4“ (6.4 mm)
D1 = 1/4"   6.4 mm 
D2 = .415"   10.54 mm
k = .079"   2.01 mm
d = .158"   4.0 mm
P = ≥ 1.26"   32.0 mm
                              .260 - .275"
                             6.6 - 7.0 mm

* *

* Typical values

Request your quote with Rivet USA (an operating division of Cardinal Components, Inc.)
Cardinal Components, Inc. is your authorized preferred specialty fastener distributor. (800) 236-3200

SSales@RivetUSA.com www.RivetUSA.com
ISO 9001 CERTIFIED
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Subject to modifications  

3/16“ (4.8 mm)
D1 = 3/16"   4.8 mm 
D2 = .345"   8.76 mm
k = .070"   1.78 mm
d = .118"  3.0 mm
P = ≥ 1.063"   27.0 mm
                              .193 - .201"
                             4.9 - 5.1 mm        

BLIND RIVETS - GO-LOCK
COUNTERSUNK HEAD 100°    
ICI-GL-SERIES - STRUCTURAL BLIND RIVETS

Body: AISI 304 STAINLESS STEEL
Mandrel: AISI 304 STAINLESS STEEL

DESCRIPTION
ITEM-CODE

F-MAX GRIP RANGE SHEAR TENSILE

in mm
in mm

lbf kn lbf kn
min max min max

ICI-65-GL .793 20.142 .125 .331 3.175 8.407 1300 5.78 1000 4.45

ICI-68-GL 1.115 28.321 .303 .500 7.696 12.700 1300 5.78 1000 4.45

ICI-87-GL 1.115 28.321 .170 .475 4.318 12.065 2400 10.68 1850 8.23

SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR TENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILE

1/4“ (6.4 mm)
D1 = 1/4"   6.4 mm 
D2 = .415"   10.54 mm
k = .079"   2.01 mm
d = .158"   4.0 mm
P = ≥ 1.26"   32.0 mm
                              .260 - .275"
                             6.6 - 7.0 mm

* *

* Typical values

Request your quote with Rivet USA (an operating division of Cardinal Components, Inc.)
Cardinal Components, Inc. is your authorized preferred specialty fastener distributor. (800) 236-3200

SSales@RivetUSA.com www.RivetUSA.com
ISO 9001 CERTIFIED
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Subject to modifications  

3/16“ (4.8 mm)
D1 = 3/16"   4.8 mm 
D2 = .345"   8.76 mm
k = .070"   1.78 mm
d = .118"  3.0 mm
P = ≥ 1.063"   27.0 mm
                              .193 - .201"
                             4.9 - 5.1 mm        

BLIND RIVETS - GO-LOCK
COUNTERSUNK HEAD 100°    
SCS-GL-SERIES - STRUCTURAL BLIND RIVETS

Body: STEEL ZINC PLATED (GALV.)
Mandrel: STEEL ZINC PLATED (GALV.)

DESCRIPTION
ITEM-CODE

F-MAX GRIP RANGE SHEAR TENSILE

in mm
in mm

lbf kn lbf kn
min max min max

SCS-65-GL .793 20.142 .125 .331 3.175 8.407 1300 5.78 1000 4.45

SCS-87-GL 1.115 28.321 .170 .475 4.318 12.065 2400 10.68 1850 8.23

SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR SHEAR TENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILETENSILE

1/4“ (6.4 mm)
D1 = 1/4"   6.4 mm 
D2 = .415"   10.54 mm
k = .079"   2.01 mm
d = .158"   4.0 mm
P = ≥ 1.26"   32.0 mm
                              .260 - .275"
                             6.6 - 7.0 mm

* *

* Typical values

Request your quote with Rivet USA (an operating division of Cardinal Components, Inc.)
Cardinal Components, Inc. is your authorized preferred specialty fastener distributor. (800) 236-3200

SSales@RivetUSA.com www.RivetUSA.com
ISO 9001 CERTIFIED


